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Main

■ Data downloading from one or more data 
loggers in automatic mode;

■ Simultaneous use of different 
communication devices (VHF/UHF radio, 
GSM, GPRS, LAN, USB, RS232 cable) 
using different communication channels;

■ Data storing in several formats, including 
ASCII files, SQL databases and Binary 
for successive data management with 
SQL-GIDAS Viewer, XPanel, SYNOP, 
Evapotranspiration, TEA Thermal 
Environment Application, InfoFlux 
programs;

■ Cyclical data download at programmed 
times or on operator’s request, from one 
or more instruments (or groups of them)

 interface - CommNET-EG

Configuration module

■ Setup module to program all the 
communication parameters;

■ Wizard tool for procedure configuration;
■ Group of stations each using its own 

communication parameter: device, day/
time starts, repetitions;

■ Communication devices setup;
■ Data storing formats setup: ASCII, SQL-

GIDAS, SQL-ENVIEW, Binary, formats;
■ PC and data logger clock 

synchronization;
■ Switch-off data logger communication 

device after data communication;
■ Save one or more configurations.

 interface - CommNET-EG config

 CommNET-EG
Technical features 
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 CommNET-EG (BSZ306)
CommNetEG is the solution for automatic data download from LSI LASTEM data loggers to PCs and 
Servers. CommNetEG can manage several simultaneous communication channels and protocols, 
including parallel serial COM, PSTN, GSM and GPRS modem, VHF/UHF radio and TCP/IP.
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Operative service

■ Communication statistical analysis;
■ Selection of the configuration to be used;
■ Events log book;
■ Start/Stop communication;
■ Manual calls.

 interface - CommNET-EG config

GPRS Module

■ Entry calls from data logger by GPRS 
modem in “push” mode
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Thank you for reading this data sheet.

For pricing or for further information, please contact us at our UK Office, using the details 
below.

  UK Office
Keison Products,

P.O. Box 2124, Chelmsford, Essex, CM1 3UP, England.
Tel: +44 (0)330 088 0560
Fax: +44 (0)1245 808399

Email: sales@keison.co.uk

Please note - Product designs and specifications are subject to change without notice. The user is responsible for determining the 
suitability of this product.
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