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All-in one weather sensor
This Sensor integrates a unique folded-path sonic anemometer with a multi-
element temperature sensor, fast-response capacitive relative humidity 
sensor, state-of-the-art barometric pressure sensor and an internal flux-gate 
compass for automatic alignment of wind direction to magnetic north for quick 
deployment (true/magnetic North offset is adjustable by the user through 
software command). The result is a professional grade All-In-One Weather 
Sensor designed for reliability, longevity, and ease of installation. DNB100 can 
be connected to any LSI LASTEM data logger on serial port COM2.

Order numb. DNB100
Wind speed Range 0÷60 m/s

Uncertainty ±0.5 m/s or 5% of reading

Resolution 0,1 m/s

Wind direction Range 0÷360°

Uncertainty ± 5° @ wind speed > 2.2 m/s

Compass Uncertainty  ±2°

Resolution 1°

Temperature Range -40÷+50 °C

Uncertainty ±0.2°C

Resolution 0,1°C

RH% Range 0÷100%

Uncertainty ±3%

Resolution 1%

Pressure Range 600÷1100 hPa

Uncertainty ±0.35 hPa

Resolution 0,1 hPa

General information Power supply 8÷36 VDC

Output RS-232, RS-485, SDI-12

Power consumption 25 mA

Environmental limit -50÷+70 °C

Data logger compatibility RS232 port on:
M-Log (all models)
R-Log (all models)
E-Log (all models)

 Wind speed&direction, 
temperature&RH%, pressure
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Thank you for reading this data sheet.

For pricing or for further information, please contact us at our UK Office, using the details 
below.

  UK Office
Keison Products,

P.O. Box 2124, Chelmsford, Essex, CM1 3UP, England.
Tel: +44 (0)330 088 0560
Fax: +44 (0)1245 808399

Email: sales@keison.co.uk

Please note - Product designs and specifications are subject to change without notice. The user is responsible for determining the 
suitability of this product.
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